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Customenr Care

AN-San® Musteri Hizmetleri hattini TArkiye’nin tim illerinden ve mobil telefonlardan, alan kodu gevirmeden arayabilirsiniz.

if you call the Customer Care Line from abroad, just dial the country code. (+380 444 2 430)
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An-San Anahtar Makinalari Sanayi 1975 den ginimize...

Hakkimizda ;
Anahtar kopyalama makinelerinin Tirkiye'deki ilk Greticisi olan An-San, O.Lutfi Yurtsever ve Niyazi Celik tarafindan 1975

yilinda kurulmustur. An-San, o dénemlerde anahtarcilarin ya kendi cabalari ile yada yurtdisindan getirdikleri basit makineler
ile anahtar yapimi devrine 1976 yilinda son vermistir.

ilk olarak Gretimine baslanan yarim otomatik yale makinesi ve onun akabinde imal edilen otomatik anahtar kopyalama makinesi
sektoérun hizmetine sunulmustur. Sonraki yillarda kasa anahtarlarini da kopyalama ihtiyaci duyan sektére Dunya da bir ilki
gerceklestirerek 1977 yilinda Yale, Oto ve Kasa anahtarlarinin bir arada yapabilen makineyi de imal etmistir. An-San, Ulkemizde
bir ilki daha basararak ilk pantograf makinesini ve tibbe anahtar grubunu kopyasiz yapabilen makineyi sektérin hizmetine
sunmustur. An-San kurulusundan bu gine kadar AR-GE cgalismalarina devam ederek her gegen gin sektére yenilikler
kazandirmistir. Son yillarda AR-GE caligmalarina agik butce ayirarak neredeyse her sene yeni bir model anahtarcilarin hizmetine
sunulmustur.

19886 yilindan itibaren Uretimine otomasyo n sistemiyle devam etmek Uzere tesis kurulmus ve bu tesiste uzman eleman
kadrosuyla birlikte Uretim kalitesi daha da arttirilmistir. 1993 yilinda bayragi babasindan devralan Alaattin Yurtsever geng
ve dinamik kadrosuyla bu guanki yeni yerine tasinarak imalatinin %380 nini kendi binyesinde gerceklestirmektedir. Bu sayede
bir kez daha Turkiye'nin tartisilmaz en buyuk anahtar kopyalama makinesi imalatcisi oldugunu ispatlamistir.

An-San, Uretmis oldugu Grunlere gluvenini 6mur boyu bakim garantisi vererek kanitlamis ve bugtn bu hakli gururu onurla
tasimaktadir. An-San, Dunya’'nin birgok tlkesine ihracat yaparak kalitesi Dinyaca taninmig bir marka olmustur. “Amacimiz
marka satmak degil, kalite sunmaktir !" ilkesiyle birlikte hedefimiz Dunya'daki degisen ve gelisen teknolojiyi takip etmek ve bu
teknolojiden bir adim dahi geride kalmamaktir. An-San, kurulugsundan bu gine misyonu “ Kosulsuz musteri memnuniyeti ve
Surekli kalite ilkesidir”. Bu cati altinda sektdére verdigimiz hizmetlerin bir siniri olmadigini ve bu ilkelerden highir zaman 6dun
vermeyecegimizin altini 6nemle gizmek isteriz...

About us ;

The first producer of key copying machines in Turkey, An-San was founded by O. Lutfii Yurtsever and Niyazi Celik in 1975.
In 1976, An-San ended an era of making keys when locksmiths either used to make them themselves or with simple machines
they had imported from abroad.

The semi-automatic yale machine which we produced firstly and immediately afterwards that the automatic key copying
machine were put into the service of the industry. In the following years, for the industry which was in need of copying keys
for safes, in 1977 An-San produced a first, making a machine which was able to make Yale, Car and Safe keys all at the
same time. An-San, accomplishing another first in Turkey, made the first pantograph machine and the machine which is
used to make tibbe key group without any copies. Since the day it was founded, An-San has been continuing its R&D and
making the industry gain innovations. In the recent years, by sparing open budget on R&D, it puts a new maodel almost each
year at the disposal of locksmiths.

A plant to continue production with automation system was founded in 1986 and in this plant quality of production has
been increased ever since thanks to its professional staff. Alaattin Yurtsever, who took over the company from his father
in 1993, with his young and dynamic staff moving into his place produces 90% of production within the scope of company.
Thus, once more it proved itself to be Turkey's indisputably biggest producer of key copying machines.

An-San by giving lifelong maintenance warranty for its products shows evidence of its confidence in its products and
carries the proper proud of it with pride. An-San has become a worldwidly known brand by exporting numerous countries
all around the world. Along with the motto of “Our aim is not to sell a brand, but to offer quality!” we also aim to follow
changing and developing technology and not to lag behind even a single step. An-San, since the day it was established has
held the mission of “unconditioned customer satisfaction and constant quality principle”. We would like to highlight that

the services we provide under this roof have no limits and we will never give up our principle...
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1975 yilindan bu yana siz degerli musterilerimize layik
oldugu en ileri teknoloji ve yluksek kalitede urdnler sunan,
“Profesyonellere Profesyonel Cozumler” sloganini ilke
edinen, bu-azim.ve gayretle kalitesini ve hizmet anlayisini
surekli yenileyen, uzman ve egitimli kadrosuyla bu sektore
bir fiil hizmet veren AN-SAN bugun sizlerle birlikte dolu
dolu. 36. yasini kutluyor...

Ulkemizde-ilklerin 6nciisti olan AN-SAN, uretilen her
arunu kendisi tasarliyor ve bu tasarimi patentleyerek
koruma altina aliyor. Koruma altina alinan Grdn musteriye
sunulduktan sonra kaliteli hizmet verileceginin taahhutunu
de TSE'den ve Sanayi Bakanligindan belgelemeyi de ihmal
etmiyor. Ayrica ITO'dan bunu ikinci kez belgeleyerek
TUketiciyi Koruma Taahhutnamesini de imzaliyor. Devlet
nezdinde Uretim kapasitesinin ihracata yeterli oldugunuda
ispatlayip kapasite raporunu aldiktan sonra yurtdisina
satis yapmak icin Dis Ticaret Mustesarligindan gerekli
izinleri aliyor. insan sagligi ve Dinya kaynaklarini da dasunen
AN-SAN Urdnlerinin bu standartlara uygun oldugunu
belirtmek icinde trdnlerine CE sertifikasi bagta olmak
Gzere bhirgok sertifika aliyor. Yirmisekiz Ulkeye satis
distribatorligu veriyor ve ellinin Gzerinde Ulkeye aktif satig
yapiyor. Bugin Ddnya da Urunlerimizi guvenle kullanan
onbinlerce musterimiz var, ¢cunkud biz;

Turkiye'de Dunya icin Uretiyoruz...

MarKA TESC 3 =
MaRich “I' I Bevgesh MaRrKa TESCiL BELGESI

CARISMA

TASARIM TESCIL BELGESI

TESCIL NUMARASI : 2005 01789

Since 18975, An-San, which has been presenting the
latest technology and products in high quality that is
worthy-of you our precious customers and.which has
adopted the slogan “Professional solutions to
Professionals” as a principle and the one who_has been
always updating the perspective of quality and service
with help of its determination and effort and the one
which offers service thanks to its professional and qualified
personnel actively, today is celebrating its 36th
anniversary with you.

AN-SAN, the pioneer of many firsts in our country,
designs each of its products itself and by having them
patented it protects these designs. After presenting
the product which had been put under protection to a
customer, it doesn't leave out giving an undertaking
document taken from TSE and the Ministry of Industry.
In addition, it certificates this by giving a second document
by signing Customer Protection Contract. Right after
showing evidence of that its capacity to produce is
sufficient for export in the eye of the government,
obtaining the report of capacity it gets necessary
permissions from the Undersecretariat of Foreign Trade
to be able to sell abroad. And An-San, considering the
resources of the world, obtains various certificates
including ceritificate of CE to prove that its products
are in accordance with standards. It hires distributors
in twenty-eight countries all around the world plus actively
sells over fifty countries. Now, all around the world, there
tenthousands of customers using our products trustingly
because we are;
producing in Turkey for the World...

TASARIM TESCIL BELGESI TASARIM TESCIL BELGE
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Speed Control System: Otomatik anahtar kopyalama makinelerinde
genel olarak kullanilan sistemlerde, gidis ve geri donus sureleri ayni
olmaktadir. Bu da anahtari kopyalama sirasinda bicaga cok fazla
guc bindirmekte, hem bigagin gabuk kérelmesine hem de anahtarin
duzgin islenmemesine sebep olmaktadir. Kullanmis oldugumuz
sistem sayesinde kopyalama suresi 35 saniye gibi minimum bir
seviyeye cekilmis ve bu surenin 25 saniyesi gidis 10 saniyesi ise
geri donus olarak kullaniimaktadir.

Horizontal Working: Carisma serisinin en goze carpici 6zelligi
dogrusal galigan mengene sistemidir. Dairesel olarak caligan
mengene sistemleri, kilitlerin sifresindeki alcak fise ve yuksek fise
farkini anahtar kopyalanirken aci kaybiyla birlikte hata oranini
katlamaktadirlar. Gelistirilen dogrusal calisma sistemi sayesinde
kopyadan kopyaya kag anahtar cekilirse gekilsin, kesici ve takipgi
merkezi ham anahtarin ve kopya anahtarin hep merkezinde
bulundugundan kopyalanan anahtarlardaki hata orani sifirdir. Bu
ylzden An-San yapilan anahtarlardaki agma garantisini %100
vermektedir.

Electronic Control Units: Makinenin tuzerinde bulunan mikrogip,
hem tim aksamlarin calismasini ve kontrolini saglamakta ayrica
makine Uzerinde yapilan tim islemleri kayit altina almaktadir. Bu
sayede her turlt arizaya karsi maksimum guvenlik saglanmakta
ayrica kesici takim koérelmesi, bakim zamani gibi cesitli servis
gereken durumlari hem gérintili hemde sesli olarak bildirmektedir.
* Dijital ekrani sayesinde gunluk, haftalik, aylik ve toplam olarak
cekilen anahtar miktarini rapor olarak size sunmaktadir.

* GUnluk raporlama takip sistemini kullanmak igin gerekli olan dijital
panel opsiyonel donanimdir, ayrica satiimaktadir.

TEKNIK VERILER / TECHNICAL DATA

Yukseklik 30 cm Height
Genislik 44 cm Width
Derinlik 45 cm Depth

Agirhk 34 kg Weight
Akim 220 v Current

1400 r.p.m. 180 w 50 Hz 0.18 Kw x 2
2800 r.p.m. 60 w 50 Hz 0.06 Kw x1

Led Lights : Automatic Action:
Az sarfiyatla sadece An-San patentli bu
istenen ve gerekli alana  sistemle, mekanik hiz
odakli LED aydinlatma kontrolld otomatik
sistemi. hareketle kopyalama
yapiimaktadir.

Auto Brush :

Firca ile isiniz bittiginde
kapatmaniza gerek yok,
kendisi bu isi sizin
yerinize yapacaktir.

Yale / Kasa / Fiam / Arac
Cylinder / Bit and Double Bit / Cruciform / VVehicle

EN

Speed Control System: In the systems used in automatic
key copying machines, durations of processing and
reprocessing backwards are generally equal. In the course
of key processing, this puts too much pressure on the knife
and it causes not only rusting on the knife but also its being
on the blink. Thanks to the system we make use of, the
processing duration is shortened down to the minimum
such as 35 seconds and 25 seconds of this period of time
is for processing and the rest 10 seconds is for reprocessing
it backwards.

Horizontal Working: The most striking feature of Carisma
Series is its horizontally working mill. While copying keys,
with the loss in angle from lower plug to the upper plug in
the code of locking, circular working milling systems increase
error rate. Thanks to the horizontal working system
developed, no matter how many keys are processed from
one copy to the other, because the cutting and follower
centres of raw key and the copied one are at the centre,
error rate on the copied keys is always zero. Because of
that, An-San gives 100% of opening warranty to all keys
it has made.

Electronic Control Units: The microchip inserted in the
machine, not only allows its all components to work but
also to keep them under control and keep record of all
procedures run on the machine. Thanks to that, maximum
safety against any malfunction is obtained plus it informs
various conditions which needs service such as rusting of
cutter kit, service time both visually and vocally.* Thanks
to its digital screen, it displays you daily, weekly, monthly
and total key amount as a report.

* The digital panel needed to make use of daily report tracking
system is optional and on sale separately.

KESICI TAKIM / CUTTER SET

KT-B505003 50X5X10 3d Tech.
KT-T80100D 80X1X22 Diamond

Change Mechanism : Touch Buttons :
Mengenenin bélimlerini
degistirmek icin alt
taraftaki kaldirac
butonlarina basmaniz
isinizi kolaylastiracaktir.

batdn

Ufak dokunuslarlia uzun
Omurld bir kullanim igin
boélimler
dokunmatik buton
yardimiyla calismaktadir.

LED lighting is
environmentally friendly
and focused on the
required area.

Touch-sensitive buttons
for use with the help of
a long life is working all
the boards.

No need to turn off
when you are done with
a brush, he will do the
job for you.

An-San patented
system, the mechanical
speed control with
automatic movement is

copying.

Clamp to select
portions of the following
buttons to press to
make your job easier.
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Thickness Control
Kasa bolimld mengenesi
tum anahtar gaplarinin
kalinliklarina gére hep
ayni merkezde sikma
yapmaktadir.

e B

Bit key clamp’s is
tightening the center
key is always the same
diameter to thickness.

E.C.U. :

Makine Uzerinde bulunan
elektronik kontrol karti
makine icin gerekli olan
tam komutlari

islemektedir.

The machine on the
electronic control
board, all the
commands needed to
operate the machine.

3D Cutter :

Yale kesici takimi Ug
agizh kesme yuzeyine
sahip olup bu yapisi ile
uzun 6mauarla ve dis
kirllmasi riski sifirdir.

With
cutting surface and
cutting set with this
structure, long life and
zero risk of tooth
fracture.

three-blade

Pure Diamond :
Kasa kesici takimi
yekpare elmas
oldugundan herhangi bir
kérlenme yada esneme
yapmamaktadir.

One-piece diamond
cutting tool that does
not make any
deterioration or
stretch.

Full Protection :

Kesim esnasinda
sigrayan capaklar
konforlu bir kullanima
sahip olan koruyucu ile
absorbe edilmektedir.

Burrs, with a
comfortable use is
absorbed by the
protector.




CARISIVIA S

TR

Speed Control System: Otomatik anahtar kopyalama
makinelerinde genel olarak kullanilan sistemlerde, gidis ve
geri donus sureleri ayni olmaktadir. Bu da anahtari kopyalama
sirasinda bicaga cok fazla glc¢ bindirmekte, hem bicagin
cabuk kérelmesine hem de anahtarin diizgln islenmemesine
sebep olmaktadir. Kullanmis oldugumuz sistem sayesinde
kopyalama suresi 35 saniye gibi minimum bir seviyeye cekilmis
ve bu surenin 25 saniyesi gidis 10 saniyesi ise geri donusg
olarak kullaniimaktadir.

Horizontal Working: Carisma serisinin en goze carpicl
6zelligi dogrusal galisan mengene sistemidir. Dairesel olarak
calisan mengene sistemleri, kilitlerin sifresindeki alcak fise
ve yuksek fise farkini anahtar kopyalanirken aci kaybiyla birlikte
hata oranini katlamaktadirlar. Gelistirilen yatay calisma
sistemi sayesinde kopyadan kopyaya ka¢ anahtar cekilirse
cekilsin, kesici ve takipci merkezi ham anahtarin ve kopya
anahtarin hep merkezinde bulundugundan kopyalanan
anahtarlardaki hata orani sifirdir. Bu yizden An-San yapilan
anahtarlardaki agma garantisini %100 vermektedir.

Electronic Control Units: Makinenin Gzerinde bulunan
mikrogip, hem tum aksamlarin galismasini ve kontrolund
saglamakta ayrica makine Uzerinde yapilan tum islemleri
kayit altina almaktadir. Bu sayede her tUrli arizaya karsi
maksimum guvenlik saglanmakta ayrica bigak kérelmesi,
bakim zamani gibi gesitli servis gereken durumlari hem
goruntult hemde sesli olarak bildirmektedir. *Dijital ekrani
sayesinde gunluk, haftalk, aylik ve toplam olarak cekilen
anahtar miktarini rapor olarak size sunmaktadir.
*Gunluk raporlama takip sistemini kullanmak igin gerekli olan
dijital panel opsiyonel donanimdir, ayrica satilmaktadir.

TEKNIK VERILER / TECHNICAL DATA
Yukseklik
Genislik
Derinlik

30 cm
32 cm
45 cm
Agirhk 22 kg Weight
Akim 220 v Current
1400 r.p.m. 180 w 50 Hz 0.18 Kw x 1

Height
Width
Depth

Yale / Fiam / Arac
Cylinder / Cruciform / VVehicle

EN

Speed Control System: In the systems used in automatic
key copying machines, durations of processing and
reprocessing backwards are generally equal. In the course
of key processing, this puts too much pressure on the knife
and it causes not only rusting on the knife but also its being
on the blink. Thanks to the system we make use of, the
processing duration is shortened down to the minimum
such as 35 seconds and 25 seconds of this period of time
is for processing and the rest 10 seconds is for reprocessing
it backwards.

Horizontal Working: The most striking feature of Carisma
Series is its horizontally working mill. While copying keys,
with the loss in angle from lower plug to the upper plug in
the code of locking, circular working milling systems increase
error rate. Thanks to the horizontal working system
developed, no matter how many keys are processed from
one copy to the other, because the cutting and follower
centres of raw key and the copied one are at the centre,
error rate on the copied keys is always zero. Because of
that, An-San gives 100% of opening warranty to all keys
it has made.

Electronic Control Units: The microchip inserted in the
machine, not only allows its all components to work but
also to keep them under control and keep record of all
procedures run on the machine. Thanks to that, maximum
safety against any malfunction is obtained plus it informs
various conditions which need service such as rusting of
cutter kit, service time both visually and vocally.
*Thanks to its digital screen, it displays you daily, weekly,
monthly and total key amount as a report.

* The digital panel needed to make use of daily report tracking
system is optional and on sale separately.

KESICI TAKIM / CUTTER SET
KT-B505003 50X5X10 3d Tech.

Led Lights :

Az sarfiyatla sadece
istenen ve gerekli alana
odakli LED aydinlatma
sistemi.

Automatic Action:
Ansan patentli bu
sistemle, mekanik hiz
kontrolld otomatik
hareketle kopyalama
yapiimaktadir.

Auto Brush :

Firca ile isiniz bittiginde
kapatmaniza gerek yok,
kendisi bu isi sizin
yerinize yapacaktir.

Change Mechanism :
Mengenenin boélimlerini
degistirmek icin alt
taraftaki kaldirag
butonlarina basmaniz
isinizi kolaylastiracaktir.

Touch Buttons :

Ufak dokunuslarlia uzun
6murld bir kullanim igin
butun boélumler
dokunmatik buton
yardimiyla calismaktadir.

LED lighting is
environmentally friendly
and focused on the
required area.

Ansan-patented
system, the mechanical
speed control with
automatic movement is

copying.

No need to turn off
when you are done with
a brush, he will do the
job for you.

select

Clamp to
portions of the following
buttons to press to
make your job easier.

Touch-sensitive buttons
for use with the help of
a long life is working a™\.
the boards.
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High Power :

Takipgi sistemi
hassashgini uzun yillar
bozulmadan koruyacak
guclu bir yapiya sahiptir.

The follower system has
a strong structure to
protect the sensitivity
of intact for many
years.

E.C.U. :

Makine Uzerinde bulunan
elektronik kontrol karti
makine icin gerekli olan
tim komutlari

islemektedir.

The machine on the
electronic control
board, all the
commands needed to
operate the machine.

3D Cutter :

Yale kesici takimi Ug
agizh kesme yuzeyine
sahip olup bu yapisi ile
uzun omurlt ve disg
kirllmasi riski sifirdir.

With three-blade
cutting surface and
cutting set with this
structure, long life and
zero risk of tooth
fracture.

CRRIg ™ g

Static Paint :

Makina gévdesi uzun
yillar géridnimunt ve
saglamligini koruyacak
yUksek kaliteli statik
boya ile boyanmaktadir.

Full Protection :
Kesim esnasinda
sigrayan capaklar

konforlu bir kullanima
sahip olan koruyucu ile
absorbe edilmektedir.

To protect the
appearance and solidity
of machine body is
painted with high quality
epoxy coated.

Burrs, with a
comfortable use is
absorbed by the
protector.
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TR-3000 Carisma SM hizli ve seri anahtar kopyalama
yapmak icin tasarlanmis bir modeldir. Bigak yapisi ve kontrol
mekanizmasi bu tir calismaya gore ayarlanmis olan Carisma
SM sinifinda %100 agma garantisi veren tek makinadir.

Gunumuz kilitlerinin hassasiyet oranina gére kullanimi
sikinti olusturabilecek olan dairesel calisan sistemler 6zellikle
yarim otomatik sinifinda bu sikintiyi daha da katlamaktadirlar.
TR-3000 Carisma SM hassasiyet, kopyadan kopyaya hatasizlik
ve maksimum sirede en verimli kopyalama gibi standartlarda
en yuksek siralardadir.

Yan tarafta bulunan slot kol yardimiyla 10 saniye iginde
anahtar kopyalanmaktadir. Ayrica anahtar kopyalanmaya
basladigl sirada makine calismakta ve kopyalama bitince
otomatik olarak stop etmektedir.

Carisma SM modelinde diger serilerde de oldugu gibi en gbze
carpici 6zelligi dogrusal caligan mengene sistemidir. Dairesel
olarak galisan mengene sistemleri, kilitlerin sifresindeki algak
fise ve yuksek fise farkini anahtar kopyalanirken aci kaybiyla
birlikte hata oranini katlamaktadirlar. Gelistirilen yatay
calisma sistemi sayesinde kopyadan kopyaya kag anahtar
cekilirse gekilsin, kesici ve takipgi merkezi ham anahtarin ve
kopya anahtarin hep merkezinde bulundugundan kopyalanan
anahtarlardaki hata orani sifirdir. Bu yizden An-San yapilan
anahtarlardaki agma garantisini %100 vermektedir.

TEKNIK VERILER / TECHNICAL DATA

Yukseklik
Genislik
Derinlik

30 cm
32 cm
45 cm
Agirhik 14 kg Weight
Akim 220 v Current

1400 r.p.m. 180 w 50 Hz 0.18 Kw x 1

Height
Width
Depth

Led Lights : High Power :

Manual Control :

Yale / Fiam / Arac
Cylinder / Cruciform / VVehicle

EN

TR-3000 Carisma SM is a model designed for copying
keys faster and in series. Carisma SM whose structure of
knife and control mechanism is adjusted in accordance with
this kind of processing is one and only machine giving 100%
opening warranty in its class.

Circular working systems which can create boredom
during the usage of modern-day keys depending on the
precision ratio, increase this boredom especially in semi-
automatic class. TR-3000 Carisma SM is at the top rank
in terms of accuracy from copy to copy and enabling the
most productivity at the maximum period of time.

Thanks to the slot arm situated at the side, a key can
be copied in only 10 seconds. Also the machine starts
working when the key is being processed and when this
copying procedure is over, it automatically stops.

The most striking feature Carisma SM has is its horizontal
working mill system- like what other series have. While
copying keys, with the loss in angle from lower plug to the
upper plug in the code of locking, circular working clamp
systems increase error rate. Thanks to the horizontal
working system developed, no matter how many keys are
processed from one copy to the other, because the cutting
and follower centres of raw key and the copied ones are at
the centre, error rate on the copied keys is always zero.
Because of that, An-San gives 100% of opening warranty
to all keys it has made.

KESICI TAKIM / CUTTER SET
KT-B505003 50X5X10 3d Tech.

Change Mechanism : ABS Cover :

Az sarfiyatla sadece Takipgi sistemi Profesyonel anahtarcilar Mengenenin boélumlerini  Makinanin plastik
istenen ve gerekli alana  hassasligini uzun yillar  igin en énemli konu olan ~ degistirmek icin alt aksami geri dénisimld
odakli LED aydinlatma  bozulmadan koruyacak kullanim konforu en taraftaki kaldiragc ABS malzemeden

sistemi.

gucla bir yapiya sahiptir.  yuksek
sunulmaktadir.

seviyede butonlarina basmaniz  dretilmektedir.

isinizi kolaylastiracaketir.

LED lighting is Thefollower systemhas Professional locksmiths Clamp to select Machine plastic parts
environmentally friendly ~ a strong structure to  are offered the highest  portions of the following  are manufactured from
and focused on the protect the sensitivity level of comfort for the buttons to press to recycled ABS material.

of intact for many user.
years.

required area.

make your job easier.
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Teflon-coated :

Y ekseninde kullanilan
yuksek kalite teflon
kaplamali burglar ile
hassas hareket ve stabil
calisma...

-

|

Static Paint :

Makina gévdesi uzun
yillar gérinimunt ve
saglamligini koruyacak
yUksek kaliteli statik
boya ile boyanmaktadir.

Teflon-coated bushings
used in the Y axis with
high quality precision
movement and a stable
work ...

To protect the
appearance and solidity
of machine body is
painted with high quality
epoxy coated.

T,

3D Cutter :

Yale kesici takimi Ug
agizh kesme yuzeyine
sahip olup bu yapisi ile
uzun 6mauarla ve dis
kirllmasi riski sifirdir.

With three-blade
cutting surface and
cutting set with this
structure, long life and
zero risk of tooth
fracture.

Electrical Safety
Elektriksel guvenlik igin
tum standartlar en
yuksek seviyede
tutulmustur.

|

Kept to the highest of
all standards for
electrical safety.

Full Protection :

Kesim esnasinda
sigrayan capaklar
konforlu bir kullanima
sahip olan koruyucu ile
absorbe edilmektedir.

with a

Burrs,
comfortable use is
absorbed by the
protector.
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TR-9930 Professional modeli aligkanliklarindan
vazgegemeyen yarim otomatik tutkunlarina ézel dretilmistir.
Dairesel calisma sistemi ile hizll ve hassas anahtar kopyalamak
isteyenlere beklentilerinden fazlasini sunan TR-8930 modeli
ile sizde farki hissedin.

Makine Uzerinde bulunan tetik kolu hem guvenlik kilidini
agmakta hemde ayardili mekanizmasini otomatik olarak
acmaktadir. Kilit mekanizmasi agilan mengene sistemi hareket
ettigi zaman makine otomatik olarak galismakta ve bu sayede
istenmeyen kazalarin 6nine gegilmektedir.

On tarafta bulunan hareket kolu yardimiyla 10 saniye
icinde anahtar kopyalanmaktadir. Ayrica anahtar kopyalanmaya
basladigl sirada makine calismakta ve kopyalama bitince
otomatik olarak stop etmektedir.

Cevre dostu olan TR-8830 Professional uzerinde
aydinlatma sistemi olarak LED panel teknolojisi kullanilmistir,
bu sayede elektrik tasarrufu maksimum seviyededir. Oto
anahtarlari igcin kanaldan sikma sistemi standart donanimdir.

TEKNIK VERILER / TECHNICAL DATA

Yukseklik
Geniglik

32 cm
46 cm
30 cm

Height
Width
Derinlik Depth
Agirhik 15 kg Weight
Akim 220 v Current

1400 r.p.m. 180 w 50 Hz 0.18 Kw x 1

NA

Yale / Fiam / Arac
Cylinder / Cruciform / \Vehicle

EN

TR-9930 Professional is specially designed for users who
are fan of semi-automatic machines. Feel the difference
with TR-9930 that offers speedy and sensitive key copying
via its circular working system.

The trigger located on the machine release the safety
lock and lower the shoulder aligning part. Machine's motor
will automatically starts after release the lock and move
the clamps to avoid any accidents.

The copying process can be completed in 10 seconds
with the movement handle that located on the front side.
Besides that the machine will run when the copying starts
and stops right after the copying is complete.

TR-9930 Professional is an environmental-friendly machine
that uses LED technology for illumination that offers minimum

electric consumption. Clamping on groove is standart feature
of the machine for car keys.

KESICi TAKIM / CUTTER SET
KT-B80O500R 80X5X16 Super Rapid

High Power : Easily copy :

Takipgi sistemi Kopyalama yapmak igin
hassashgini uzun yillar  tetige basmaniz yeterli,
bozulmadan koruyacak rahathgr ve kolayligi
gulclu bir yapiya sahiptir.  hissedeceksiniz.

The follower system has
a strong structure to
protect the sensitivity
of intact for many
years.

Push the trigger
enough to give direction
to make the copy, you
will feel comfort and
ease of.

Full Protection :

Kesim esnasinda
sigrayan capaklar
konforlu bir kullanima
sahip olan koruyucu ile
absorbe edilmektedir.

Two-sided clamp
Mengenenin Gzerinde
bulunan kanaldan sikma
sistemi ile arag
anahtarlarini kolayca
baglayabilirsiniz.

Burrs, with a
comfortable use is
absorbed by the
protector.

)

Brush :

Kesimden sonra olusan
capaklari almak igin firga
sistemi standart

donanima dahildir.

With the grooves
clamping system on the
clamp, you can easily
connect the vehicle
keys.

Burrs from cutting to
get the brush system
of the standard
equipment is included.
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Handle-ergo :

Anahtar sikistirma
tutamaclarinin o6zel
tasarimi sayesinde

konforlu ve stabil bir
sikistirma yapilmaktadir.

Anahtar sikistirma
tutamacglarinin o6zel
tasarimi sayesinde
konforlu ve stabil bir
sikigtirma yapilimaktadir.

80mm Cutter :

Yale kesici takimi iki
agizlh kesme yuzeyine
sahip olup bu yapisi ile
uzun omurld ve dis
kirtlmasi riski sifirdir.

With two-blade cutting
surface and cutting set
with this structure,
long life and zero risk of
tooth fracture.

Electrical Safety
Elektriksel guvenlik igin
tum standartlar en
yuksek seviyede
tutulmustur.

Kept to the highest of
all standards for
electrical safety.

Saving Lights :
Aydinlatmada dogru
alana odakli ve mercek
destekli ¢cevre dostu
olan tasarruflu ampuller
kullanilmaktadir.

Static Paint :

Makina gbévdesi uzun
yillar gérindmunu ve
saglamligini koruyacak
yuksek kaliteli statik
boya ile boyanmaktadir.

Workspace-oriented
and lens-assisted
environmentally friendly
lighting.

To protect the
appearance and solidity
of machine body is
painted with high quality
epoxy coated.
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TR-2050 Panther, pantograf ve bilyali anahtar kopyalama
sistemlerinde rahatlik ve kullanim agisindan tum ozellikleri
Uzerinde barindirmaktadir. Bu 6zelliklerden en 6nemlisi olan
dikey sUspansiyon sistemi istendiginde tek bir hareketle
calismaya baslamakta ve yine ayni sekilde kapanmaktadir.
Bu o6zellik nokta iglemli anahtarlari kopyalama esnasinda
kullaniciya yardime1 sistem olarak tasarlanmistir. Nokta
islemli anahtarlarin yapiminda gerekli olan bir diger 6zellik
olan Yatay ve Dusey sabitleme sistemi ayni zamanda kanal
acma islemlerinde de buyudk kolaylik saglamaktadir.

TR-2050 Panther modelinde bulunan mengenenin 6zelligi
Uzerinde birbirinden bagimsiz Gg¢ ayri anahtar grubunun
baglanabildigi kisimlarin olmasidir. Gelistirilen mengene sistemi
ile anahtar baglamadaki vakit kaybi ve ugras ortadan
kaldirilmistir. Ayrica serideki tim modeller moduler yapiya
sahip olmakla birlikte ileriye dénuk olarak tasarlanmistir. Oto
anahtarlarini kopyalamada rahatlik saglayan yaylanma sistemi
el ile yapilan baskiyl ortadan kaldirarak galigma performansini
arttirmaktadir. Dikey sabitleme sistemi pantograf turdndeki
anahtarlari kopyalamada yada kanal agcma islemlerinde
kullaniclya rahatlik saglamaktadir.

Elektronik kontrol destekli ayar sistemi ile bir kag adimda
zahmetsizce 0.01 hassasiyette ayar yapilmaktadir. Dijital
sistem + ve - olarak opsiyonel galismalara olanak tanimaktadir.
Alt govdede bulunan avadanlik cekmecesi gerekli olan tim
takimlari icinde barindirmakta, makina ile birlikce Gg ayri
grupta kesici standart olarak kullanima sunulmaktadir.

KESICI TAKIM / CUTTER SET

KT-P30600S 3mmx40 HSS
KT-P20600S 2mmx40 HSS
KT-PWB0O0OS 106°x40 HSS

Bilyal / Pantograf
Dimple / Laser

EN

TR-2050 Panther possesses all features pantograph
and ball key systems have in terms of comfort and usage.
Its vertical suspension system, which is one of the most
important systems when ordered starts working only with
a single movement and stops likewise in the same way. This
feature is designed as a system to help during copying
pointed keys. Up and down fixing system, another feature
which is necessary to make point processed keys, also helps
a lot in opening canals.

The feature of the mill found in model TR-2050 Panther
S is that it has parts which allow you to attach three
different key groups. With mill system developed, the waste
of time and the boredom experienced while attaching keys
is abolished. Similar to all models in the series, Panther S
has a modular structure in addition to being designed for
future. The vertical system it has makes it more comfortable
while copying pantograph types of keys or opening canals.

Thanks to its electronic control supported adjustment
system, it can be adjusted only in a few steps easily at the
sensitivity of 0.01. The- and + system allows you to run
your work optionally. The toolkit drawer it has in the lower
body keeps all needed equipment; three different groups of
cutters come with the machine as a standard.

TEKNIK VERILER / TECHNICAL DATA

Yukseklik
Genislik
Derinlik

34 cm
30 cm
42 cm
Agirhk 20 kg Weight
Akim 220 v Current
5800 r.p.m. 150 w 50 Hz 0.15 Kw x 1

Height
Width
Depth

Touch Buttons :

Ufak dokunuslarlia uzun
omurld bir kullanim igin
butun boélamler

dokunmatik buton
yardimiyla calismaktadir.

Touch-sensitive buttons
for use with the help of
a long life is working all
the boards.

Horizontal Suspansion:
Oto anahtarlarini
islemekte konfor ve
rahatlik saglayan
slUspansiyon sistemi.

Car keys suspension
system that provides

comfort and
convenience in
operation.

Electronic Set :

En hassas ayar icin
dizayn edilmig elektronik
kontrol destekli ve
gostergeli ayar sistemi.
(0,01mm)

The most sensitive
setting and display
setting is designed to
support the electronic
control system.

Axis Stabilizer :
Calismasinin durmasini
istediginiz eksenin
sabitleme vidasini
sikmaniz yeterli.

Fix of the axis you want
to rotating enough
SCrews.

Led Lights :

Az sarfiyatla sadece
istenen ve gerekli alana
odakli LED aydinlatma
sistemi.

LED lighting is
environmentally friendly
and focused on the
required area.
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Vertical Suspansion :
Oncelikle orjinal
anahtarin delik
merkezini sabitlemek,
anahtar islemeyi

kolaylagtirmaktadir.

Fix the center of the
original key, cut the key
processing easier.

Led

Modular Clamp :

Mengene moddller
olmakla beraber Gg farkl
alanda degisik tiplerde
anahtar baglama sunan
bir yapiya sahiptir.

Clamp has a structure
that offers three
different groups, key
attachment.

Full Linear Bearing :
Tum eksenler bakim
istemeyen ve ylksek
kalite linear rulmanlar
Uzerinde hareket
etmektedir.

All axes of movement
on linear bearings are
maintenance-free and
high quality.

Toolboxes :

Kesici takimlar ve
aparatlar surekli elinizin
altinda, en rahat
ulasilabilecek yerde.

Cutting tools are in
front of the machine for
convenient
transportation.

®

Full Protection :

Kesim esnasinda
sigrayan capaklar
konforlu bir kullanima
sahip olan koruyucu ile
absorbe edilmektedir.

with a

Burrs,
comfortable use is
absorbed by the
protector.
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TR-2050 Panther SX, pantograf, bilyali ve dereceli
gruptaki anahtarlari kopyalama da rahatlik ve kullanim
acisindan tum ozellikleri Uzerinde barindirmaktadir. Bu
ozelliklerden en 6nemlisi olan dikey suspansiyon sistemi
istendiginde tek bir hareketle galismaya baslamakta ve yine
ayni sekilde kapanmaktadir. Bu 6zellik nokta islemli anahtarlar
kopyalama esnasinda kullaniciya yardimci sistem olarak
tasarlanmistir. Nokta islemli anahtarlarin yapiminda gerekli
olan bir diger 6zellik olan Yatay ve Dusey sabitleme sistemi
ayni zamanda kanal agma igslemlerinde de buyuk kolaylik
saglamaktadir.

TR-2050 Panther SX modelinde bulunan mengenenin
6zelligi Uzerinde birbirinden bagimsiz iki ayri anahtar grubunun
baglanabildigi kisimlarin olmasidir. Mengene grubu saga ve
sola basit bir iglem ile +/- 45 derece dénebilmekte ve bu
sayede dereceli islem goérmesi gereken kopyalamalarda ¢6zim
sunmaktadir. Ayrica serideki tim modeller moduler yapiya
sahip olmakla birlikte ileriye dénuk olarak tasarlanmistir. Oto
anahtarlarini kopyalamada rahatlik saglayan yaylanma sistemi
el ile yapilan baskiyl ortadan kaldirarak caligma performansini
arttirmaktadir. Dikey sabitleme sistemi pantograf turindeki
anahtarlari kopyalamada yada kanal agma iglemlerinde
kullaniciya rahatlik saglamaktadir.

Elektronik kontrol destekli ayar sistemi ile bir kag adimda
zahmetsizce 0.01 hassasiyette ayar yapilmaktadir. Dijital
sistem + ve - olarak opsiyonel galismalara olanak tanimaktadir.
Alt govdede bulunan avadanlik cekmecesi gerekli olan tum
takimlari iginde barindirmakta, makina ile birlikte tg ayri
grupta kesici standart olarak kullanima sunulmaktadir.

KESICi TAKIM / CUTTER SET

KT-P30600S 3mmx40 HSS
KT-P20600S 2mmx40 HSS
KT-PWB0O0OS 106°x40 HSS

Modular Clamp : Full Linear Bearing :

Touch Buttons :

Bilyal / Pantograf / Dereceli Grub
Dimple / Laser / Degree Keys Groupe

EN

TR-2050 Panther SX has all needed features to copy
keys in group of pantograph, ball and graded in an easy way
and in favour of application. One of the most important
features is that its suspension system when ordered can
start working with a single movement and stops likewise.
This feature is designed as a system to help users while
copying point processed keys. Up and down fixing system,
which another necessary feature in making point processed
keys also helps a lot in opening canals.

The feature model TR-2050 Panther SX has is that parts
it has to attach two independent key groups. The mill group
can rotate -/+45 degrees towards both right and left sides
and thanks to that it offers a great solution in copying keys.
Also, in addition to all models being in modular structure
they are also been designed for future. Springback system
which provides comfort in copying car keys enhances working
performance by abolishing the pressure made by hand. It
makes it convenient to copy pantograph type s of keys in
vertical fixing system or in opening canals.

Thanks to its electronic control supported adjustment
system, it can be adjusted only in a few steps easily at the
sensitivity of 0.01. The - and + system allows you to run
your work optionally. The toolkit drawer it has in the lower
body keeps all needed equipment; three different groups of
cutters come with the machine as a standard.

TEKNIK VERILER / TECHNICAL DATA

Yukseklik
Geniglik

36 cm Height
30 cm Width
Derinlik 42 cm Depth
Agirlik 21 kg Weight
Akim 220 v Current

5800 r.p.m. 150 w 50 Hz 0.15 Kw x 1

Horizontal Suspansion:  Electrostatic paint:

Mengene moduler Tum eksenler bakim  Ufak dokunuslarla uzun Oto anahtarlarini  Makine goévdesi uzun
olmakla beraber iki farkli  istemeyen ve yuksek  omdarla bir kullanim icin  islemekte konfor ve yillar goérumunu

alanda degisik tiplerde kalite linear rulmanlar butun

boélumler rahathk saglayan koruyacak yuksek kaliteli

anahtar baglama sunan Uzerinde hareket dokunmatik buton sUspansiyon sistemi. elektro statik boya ile

bir yapiya sahiptir. etmektedir.

yardimiyla calismaktadir.

boyanmaktadir.

Clamp has a structure All axes of movement Touch-sensitive buttons Car keys suspension To protect the
that offers three on linear bearings are for use with the help of system that provides appearance and solidity
different groups, key maintenance-free and along life is workingall comfort and of machine body is

attachment. high quality.

the boards.

convenience in  painted with high quality
operation. epoxy coated.
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45° Degree :

Mengene saga ve sola
45 derece donebilmekte
bu sayede acili islenen
cesitleri
kopyalanabilinmektedir.

anahtar

MAXIMUM
electrical safety
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Full Protection :

Kesim esnasinda
sigrayan capaklar
konforlu bir kullanima
sahip olan koruyucu ile
absorbe edilmektedir.

Clamp rotates 45
degrees left and right
angle so that the key
types of processed
copied

Burrs, with a
comfortable use is
absorbed by the
protector.

Toolboxes :

Kesici takimlar ve
aparatlar surekli elinizin
altinda, en rahat
ulasilabilecek yerde.

Cutting tools are in
front of the machine for
convenient
transportation.

Electronic Set :

En hassas ayar icin
dizayn edilmis elektronik
kontrol destekli ve
gostergeli ayar sistemi.
(0,01mm)

The most sensitive
setting and display
setting is designed to
support the electronic
control system.

®

Led Lights :

Az sarfiyatla sadece
istenen ve gerekli alana
odakli LED aydinlatma
sistemi.

LED lighting is
environmentally friendly
and focused on the
required area.
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TR-2050 Panther S modeli Panther ve Panther SX modeline gore
baz dzellikleri kisitl sade bir modeldir. Panther sinifinin en ekonomik
modeli olmasina karsin yapi ve hassasiyet bakimindan serinin diger
modellerinden farki yoktur.

S

Dikey suspansiyon sistemi istendiginde tek bir hareketle gcalismaya
baslamakta ve yine ayni sekilde kapanmaktadir. Bu 6zellik nokta
islemli anahtarlari kopyalama esnasinda kullaniciya yardimci sistem
olarak tasarlanmistir.

TR-2050 Panther S modelinde bulunan mengenenin ézelligi Uzerinde
birbirinden bagimsiz Gg ayri anahtar grubunun baglanabildigi kisimlarin
olmasidir. Gelistirilen mengene sistemi ile anahtar baglamadaki
vakit kaybi ve ugras ortadan kaldirilmistir. Ayrica serideki tim
modeller gibi Panther S modelide moduler yapiya sahip olmakla
birlikte ileriye donuk olarak tasarlanmistir. Dikey sabitleme sistemi
pantograf turundeki anahtarlari kopyalamada kullaniciya rahatlik
saglamaktadir.

Manual ayar sistemi ile bir kag adimda zahmetsizce 0.01
hassasiyette ayar yapilmaktadir. Sistem + ve - olarak opsiyonel
calismalara olanak tanimaktadir. Alt govdede bulunan avadanlik
cekmecesi gerekli olan tum takimlari icinde barindirmakta, makina
ile birlikte Gg ayri grupta kesici standart olarak kullanima
sunulmaktadir.

TEKNIK VERILER / TECHNICAL DATA

Yukseklik
Geniglik
Derinlik

34 cm
30 cm
42 cm
Agirhk 20 kg Weight
Akim 220 v Current

5800 r.p.m. 150 w 50 Hz 0.15 Kw x 1

Height
Width
Depth

Vertical Suspansion :
Oncelikle orjinal
anahtarin delik
merkezini sabitlemek,
anahtar islemeyi
kolaylagtirmaktadir.

Electrostatic paint:
Makine gévdesi uzun
yillar goérdmind
koruyacak yuksek kaliteli
elektro statik boya ile
boyanmaktadir.

Toolboxes :
Kesici

takimlar ve
aparatlar surekli elinizin
altinda, en
ulasilabilecek yerde.

Bilyal / Pantograf
Dimple / Laser

EN

Model TR-2050 Panther S is a simple model in terms of
limited features comparing to models Panther and Panther
X. Even though it is the most affordable model in its class,
Panther has no different from other models in the series
in terms of structure and sensitivity.

Its vertical suspension system when ordered starts
working only with a single movement and stops likewise in
the same way. This feature is designed as a system to help
during copying pointed keys.

The feature of the mill found in model TR-2050 Panther
S is that it has parts which allow you to attach three
different key groups. With mill system developed, the waste
of time and the boredom experienced while attaching keys
is abolished. Similar to all models in the series, Panther S
has a modular structure in addition to being designed for
future. The vertical system it has makes it more comfortable
while copying pantograph types of keys.

Thanks to its manual adjustment system, it can be
adjusted only in a few steps easily at the sensitivity of 0.01.
The - and + system allows you to run your work optionally.
The toolkit drawer it has in the lower body keeps all needed
equipment; three different groups of cutters come with the
machine as a standard.

KESICI TAKIM / CUTTER SET

KT-P30600S 3mmx40 HSS
KT-P20600S 2mmx40 HSS
KT-PWB0O0OS 106°x40 HSS

Linear Bearing :

X ve Y eksenleri bakim
istemeyen ve ylksek
kalite linear rulmanlar
Uzerinde hareket
etmektedir.

Manual Set :

Ayar volaninin sekmeli
hareket etmesiile en
hassas ayari yapmak
igin volani saga yada
sola gevirmeniz yeterli.

rahat

Fix the center of the To
original key, cut the key
processing easier.

protect the
appearance and solidity
of machine body is
painted with high quality
epoxy coated.

Cutting tools are in
front of the machine for
convenient
transportation.

X and Y axes of
movement on linear
bearings are
maintenance-free and
high quality.

The flywheel to turn left
or right enough for
make the most precise
setting.
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Modular Clamp :
Mengene moduler
olmakla beraber tg farkl
alanda degisik tiplerde
anahtar baglama sunan
bir yapiya sahiptir.

Clamp has a structure
that offers three
different groups, key
attachment.

Led Lights :

Az sarfiyatla sadece
istenen ve gerekli alana
odakh LED aydinlatma
sistemi.

Electrical Safety
Elektriksel guvenlik igin
tum standartlar en
yuksek seviyede
tutulmustur.

Z-Axis Stabilizer
Calismasinin durmasini
istediginiz Z-eksenin
sabitleme vidasini
sikmaniz yeterli.

®

Full Protection :

Kesim esnasinda
sigrayan capaklar
konforlu bir kullanima
sahip olan koruyucu ile
absorbe edilmektedir.

Burrs, with a
comfortable use is
absorbed by the
protector.

LED lighting is
environmentally friendly
and focused on the
required area.

Kept to the highest of

Fix of the z-axis you
want to rotating
enough screws.

all standards for
electrical safety.
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Estetik bir yapiya sahip yeni jenerasyon TR-8980 Junior,
boyutunun ufakhigi ve ergonomik yapisiyla fazla bir yer isgal etmeden
kullanim rahathgini 6én plana cikartmaktadir.

Gelistirilen kesme teknolojisi ve bigak yapisiyla uzun 6murld
temiz kesimler yapiilmaktadir. Besik sistemiyle caligan mengene
yapisi, tibbe anahtarlarin en buyldk sorunu olan dért tarafinin esitlik
problemini ortadan kaldirmaktadir.

Kopyalama islemi, orjinal anahtar baglanmadan yapildigindan
anahtar olguleri fabrika gikis normlarina uygun élgtde ve hassasiyette
cikmaktadir. Bu sayede herhangi bir hata yada anahtar sarfiyati
s6z konusu degildir. islem kolu birebir hareket metodu ile galistigindan
tum kontrold elinizin altinda hissedebilirsiniz.

Makine kullaniimadigi durumda hazir beklemekte anahtar kesmek
icin kolu hareket ettirdiginizde motor galismaktadir, kolu biraktiginiz
zaman motor durarak bekleme pozisyonuna gegcmektedir. Bu sayede
gereksiz enerji kaybr 6nlenmigtir. Makine Uzerinde bulunan LED
aydinlatma sistemi hem doga dostu hemde sadece dogru alani
aydinlatmaktadir.

Profesyonel anahtarcilar igin en énemli konu olan kullanim konforu
en yuksek seviyede sunulan TR-8980 Junior ile Ford ve Jaguar
grubundaki tum tibbe cesit anahtarlarini basit ve hizh kullanimi ile
sifir hata yaparak kopyalayabilirsiniz.

TEKNIK VERILER / TECHNICAL DATA

Yukseklik
Geniglik
Derinlik

21 cm
22 cm
36 cm
Agirhk 15 kg Weight
Akim 220 v Current
2800 r.p.m. 150 w 50 Hz 0.15 Kw x1

Height
Width
Depth

Tibbe Grubu ( Ford ve Jaguar )
Tibbe Groupe ( Ford and Jaguar)

EN

TR-9980 Junior, which has an aesthetic structure,
features its user friendliness with its compact size and
ergonomics that take up little space.

Durable and clean cutting is possible thanks to the
developed technology and its cutter structure. The mill
structure which works with cradle system removes the
biggest problem keys in tibbe style have about having four
equal sides.

Key sizes come out in sizes and sensitivity in accordance
with norms of factory settings because process of copying
is done without attaching original keys. Thanks to that it
is unlikely to make any mistakes or waste any keys. As the
processing handle works with direct movement method you
will feel that managing it is under your command.

Normally the machine is waiting stand-by position and
motor will run when you move to action arm for the cutting
key. The motor will stop when return to waiting position
with action arm. In this way, unnecessary energy loss is
prevented. The LED lighting system on the machine in just
the right space and oriented to both eco-friendly.

With user friendliness which is the most important thing
for professional locksmiths, TR-9980 Junior offers at the
top level, you can copy all tibbe type of keys in Ford and
Jaguar groups making zero mistakes thanks to its easy and
fast usage.

KESICI TAKIM / CUTTER SET
KT-FB63250 B63X2,5X16 HSS GSP

Powerful Engine

150 watt glclinde
dakikada 2800 devir
dénen makinanin motoru
ile, rahat ve temiz bir
kesim yapilmaktadir.

@ Lo

the engine power of
150 watts and 2800
cycles per minute
rotating for comfortable
and clean cut

Led Lights :

Az sarfiyatla sadece
istenen ve gerekli alana
odakh LED aydinlatma
sistemi.

LED lighting is
environmentally friendly
and focused on the
required area.

Easily Copy :

Hem Ford grubu hemde
Jaguar Grubu tibbe
anahtar gesitlerini kolay
kullanimi sayesinde
kopyalayabhilirsiniz.

%100 Sensitivity

Gelistirdigimiz anahtar
baglama metodu ile
kopyalama %100

hassas bir gekilde
gerceklesmektedir.

Work in with Motion:
Makine, islem
yapilmadigr zaman

beklemekte ve anahtar
kesme hareketinde
caligmaktadir.

Jaguar Group of the
Ford group, both
through the use of
simple types of tibbe
copy key.

We developed a way to
copy a key binding
method for the 100%
accurate.

The machine works
during inactivity waiting
and key cutting
movement.
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Manuel Action :

Mekanik dizayni timuyle
An-San’a ait olan
sistem ile islem kontrolu

\ev®
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Full Protection:

Kesim esnasinda olusan
capaklar estetik bir
gbrinime sahip
koruyucu ile absorbe
edilmektedir.

tamamen elinizin
altinda.
Special mechanical

design process with
complete control at
your fingertips.

Burrs, with a
comfortable use is
absorbed by the
protector.

Original Dimension :
Kopyalanan anahtar
orjinal anahtar
6lcusunde yani fabrika
cikis normlarina uygun
olgulerdedir.

Copied from the original
key is the key to the
extent, that is, factory
output norms size.

Electrical Safety
Elektriksel guvenlik icin
tum standartlar en
yuksek seviyede
tutulmustur.

Kept to the highest of
all standards for
electrical safety.

ABS Cover :
Makinanin plastik
aksami geri dénusumli
ABS malzemeden
Uretilmektedir.

Machine plastic parts
are manufactured from
recycled ABS material.
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Tumuyle profesyonel kullanicilar igin tasarlanmis olan TR-
3050 IMAGE modeli, kullanim kolayligi ve rahathg én planda
oldugu igin tUm kullanicilar rahatlkla islem yapabilmektedir.

Kesici takim ol rak yekpare elmas kullanildigi igin sert ve
yogun alasim olan kasa anahtarlarini kesmekte sorun
olugsmamakta ve uzun émarlu bir kullanim saglanmaktadir.
Normal kesici kullanilan sistemlerde kesici sert olmadigindan
dolay! kesim sirasinda esneme yapmakta ve kesme yolunda
sapmalar olusmaktadir. Anahtar kesim hizalari dizgin
olmadigindan anahtar cevrilirken kilit icersinde sikismalara
yol agmaktadir, bu yuzden elmas kesici kullaniimasinin  énemli
sebeplerinden digeride herhangi bir esneme yapmamasidir.

Mengeneler tum anahtar gaplarini strekli ayni merkezde
sikacak sekilde tasarlanmistir. ve bu metodu kullanan tek
makinedir. Kesici mengene grubu asagi ve yukari hareket
edebildiginden kesimden sonra olusan koseleri radus kirarak
anahtarin kilit icersinde daha rahat donmesini saglayabilirsiniz.
Mengene yatay ve dikey gruptaki tim kasa anahtar tiplerini
tutacak sekilde dizayn edilmistir.

Makine gévdesi uygun bir acida kullaniciya dogru egik
olarak durmaktadir, bu sayede kullanici yapilan ise
odaklanmakta ve hakimiyet saglamakta zorlanmamaktadir.
Dairesel caligsan sistemler ginimuz sartlarina goére
hassashgini yitirdigi icin yatay calisma sistemini kulllanan
An-San, calisan tum eksenlerde bakim istemeyen yuksek
kalite linear rulmanlar kullanmaktadir. Ayrica kopya ve orjinal
anahtar eksenleri ayni konumda olmadig igin sinirsiz
uzunluktaki anahtarlarda iglem yapilabilinmektedir.

TEKNIK VERILER / TECHNICAL DATA

Yukseklik
Genislik

28 cm
48 cm
26 cm

Height
Width
Derinlik Depth
Agirhik 14 kg Weight

Akim 220 v Current
1400 r.p.m. 180 w 50 Hz 0.18 Kw x 1

Tek ve Cift Tarafl Kasa / Pormpal Kasa / Yass / Kare Govde
Bit and Double Bit / Pump Keys / Flat Keys / Square Keys

EN

TR-3050 Image model, which is designed especially for
professional users, is so easy and comfortable to use that
all users can operate conveniently.

Because there is a solid diamond used in the cutters kit,
it doesn't cause any trouble during cutting safe keys which
are solid and made from dense alloy, also it enable a lifelong
usage. In systems using ordinary type of cutters, because
the cutters are not solid enough, while cutting, they stretch
and deviate out of their cutting track. So key cutting
alignments are not proper and that causes the key being
jammed in while turning it inside the lock. Therefore, one of
the important reasons why diamond cutters are preferred
is that they do not stretch.

The clamp is designed in such a way that it keeps
diameters of keys always at the same centre and it is the
only machine using this method. Owing to the fact that the
cutter mill kits are able to move up and down, you can have
the key turned around more easily inside the lock by breaking
the radius formed right after cutting. The clamp is designed
to hold all types of safe keys in horizontal and vertical
groups.

The body of the machine stands on a proper angle leaning
towards the user, thanks to which the user can focus on
what they are doing and have no difficulty in managing it.
An-San as a user of horizontal systems instead, in all axes
makes use of high quality linear ball bearings which don't
need any maintenance because circular systems have lost
their sensitivity to answer today’s requirements. Also,
because axes of copied and original keys are not at the
same position, it is possible to process keys with infinite
length.

KESICi TAKIM / CUTTER SET
KT-T80O100D 80X1X22 Diamond

Two Side :

Mengene Uzerinde
normal ve pompali
anahtar gruplarini
baglamak icin iki farkli
bélim bulunmaktadir.

Brush :

Kesimden sonra olusan
capaklari almak igin firga
sistemi standart
donanima dahildir.

Radius Making :
Anahtarin kesim
yuzeylerini radus kirarak
anahtarin kilit icersinde
rahat doénmesini
saglayabilirsiniz

Clamp on the two
groups have different
sections for bit, double
bit and the pump keys
for connect .

Burrs from cutting to
get the brush system
of the standard
equipment is included.

Cut surfaces of the
radius by breaking the
key in the lock can easily
return to.

Plus/Minus Setting :
Ayar mekanizmasi

ekstra calismalara
olanak saglamak igin
kolay ayarlanablir sekilde
tasarlanmistir.

for Long Keys Types :
Sinirsiz olarak istediginiz
uzunluktaki anahtarlari
mengeneye kolayca
baglayabilir ve
kopyalayabilirsiniz.

Adjustment mechanism
to allow for the extra
work is designed to be
easily adjusted.

Unlimited length keys
types you want, you can
easily connect to clamp
and easily copy.
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Angle Workspace
Makine yuzeyi kullaniciya
dogru egik bicimde
tasarlandigindan
konforlu bir kullanima
sahiptir.

Easily copy :
Kopyalama yapmak icin
hareket koluna yoén
vermeniz yeterli,
rahathgr ve kolayligi
hissediceksiniz.

Quiet engine :

Makine AC monofaze
motor ile galigtigindan
kémurlt motorlara
oranla gok daha sessiz
ve stabil caligmaktadir.

Inclined to the surface

of the wuser to
comfortably use the
machine has been
designed.

Move the arm enough
to give direction to
make the copy, you will
feel comfort and ease
of.

The machine is running
with the single-phase
motor operates quieter
and more stable than
in coal-fired engines.

Pure Diamond :
Kesici takim yekpare
elmas oldugundan
herhangi bir kérlenme
yada esneme
yapmamaktadir.

One-piece diamond
cutting tool that does
not make any
deterioration or
stretch.

Full Protection :

Kesim esnasinda olusan
capaklar konfrolu bir
kullanima sahip koruyucu
ile absorbe edilmektedir.

jy - « il

Burrs, with a
comfortable use is
absorbed by the
protector.




X-CUT
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Ham anahtarim yok, bu anahtari yapamam :(

Bu s6z CDM-1083 X-Cut ile tarih oluyor, sizde igyerinizde
mini bir ham anahtar fabrikasi olsun istemez misiniz?
Kopyalamak istediginiz anahtarin eger ham
anahtari Uretilmemis yada o anda stogunuzda yok
ise X-Cut ile orjinal anahtari okutarak yeni bir
ham anahtar Uretebilirsiniz, Ustelik bir kac dakika
icinde.

X-Cut 4 ayri eksen hareketine sahip olup, okuma ve kesme
eksenleri birbirinden bagimsiz hareket etmektedir, ilgili birime
bagl eksenler sadece gorev zamaninda calismakta ve bu
sayede eksen calisma omru ikiye katlanmaktadir.

X-Cut en hassas yapidaki anahtar profillerini olusturmak
icin gucld ve kararli bir motora sahiptir. Kesici takim gelistirilen
yapisi ile kesme adeti ve islem yuzeyi konusunda maksimum
performans sergilemektedir. Kesici bélim cevre dostu Led
teknolojisi ile aydinlatiimaktadir.

Kullanim kolayhgini ve islem hizini arttirmak icin X-Cut ile
buatdnlesen LCD ekran ve dokunmatik kapasitif butonlar ile
uzun yillar sorunsuz galigabilirsiniz. “Step by Step” arayuz
sistemi kullanici dostu olmakla birlikte kullanim hatalarini
ortadan kaldirmaktadir.

TEKNIK VERILER / TECHNICAL DATA

Yukseklik
Genislik

35 cm
41 cm
42 cm

Height
Width
Derinlik Depth
Agirhk 15 kg Weight
Akim 220 v Current

3000 r.p.m. 56w / E.Cons.0.15 Kw

Ylksek ¢c6zUnUrldklt profil kopyalama makinasi
High resolution key profile cutting machine

EN
| don't have the blank key, so | can't do it :(

This is not a valid reason anymore with X-Cut.
Do you want a mini key factory in your workplace?
You can produce a new blank key and copy your
customer's key even if it is not in your stock with X-
Cut. Besides that you can complete this copying
process in a few minutes.

X-Cut has 4 separate axes that reading and cutting axes
move individually, during processes the related axis moves
only; therefore axis working lifetime is doubled.

X-Cut has a strong and stable motor for cutting highly
sensitive profiles. The cutter has an improved structure
that maximizes the number of total copy and the surface
quality of cut key. The cutting area is illuminated by nature-
friendly led technology.

The user interface of the X-Cut is designed for easy use
and quick processes with integrated graphical lcd and
capacitive touch buttons. The interface that named as
“Step by Step” is user friendly and designed to prevent
possible user mistakes.

KESICI TAKIM / CUTTER SET
KT-T20030 20X0.3X5 HSS

X-Cut okuma mengenesi
Uzerinde bulunan ug
farkli nokta ile istenilen
tum anahtarlari
mengeneye kolaylikla
baglayabilirsiniz.

Clamp a key easily with
three different clamping
positions on the X-Cut’s
reading vice.

Anahtar mengene
Uzerine baglandiktan
sonra, baglanan
anahtarin tipi ve
kopyalama isleminin tipi
segilir.

After clamping the key,
select the key type and
choose copying process
type according to key's
profile structure.

Okuma islemi yaklasik
bir dakika sirmektedir.
Nano-teknoloji okuma
uclari ile yUksek
cozunurlukli tarama

Reading process takes
about one minute.Nano-
tech probes are able to
get a higher resolution
scanning.

Makina taranan

anahtara uygun ham
anahtari belirtmekte ve
baglamaniz igin otomatik
olarak

almaktadir

pozisyon

Machine will indicate
about blank key code on
the screen and will
position for connect the
blank key.

iki farkl tipte bulunan
ham anahtarlarin 4 farkli
kalinligr mevcuttur.

There are two different
types of the blank keys
in four different
thicknesses.
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X-Cut muhafaza
kapagini otomatik olarak
kapatarak baglanan
anahtarin dogrulugunu
ve Olculerini fiziki olarak
kontrol edecektir.

Kesme islemi anahtarin
profil yapisina bagl
olarak ve tercih edilen
kopyalama secenegine
gére 5 ila 10 dakika
arasinda degismektedir.

Kesme islemi sirasinda
cikan talaslar
mengenenin altinda
bulunan talas kabina
dokulmektedir.

Kesme iglemi biten
anahtarin ug tarafinda

bulunan fazlaligi
kesildikten sonra,
anahtarin islemi

tamamlanacaktir.

C-touch
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Bir kag adimda ve kisa
sure icersinde ham
anahtar ihtiyaciniza
profesyonel cozim
sunan X-Cut ile mutlu
musteriler....

X-Cut will close the

protective shield
automatically and
checks clamped key
accuracy and
dimensions physically.

Cutting process will
take about 5-10
minutes according to
key's profile structure
and your copying details
selections.

The shavings, which are
generated during
cutting, will be fallen
into shavings container
that is placed under
cutting area.

After cutting the tip of
the cut key, you can
complete your copying
with the key cutting
machines in your shop.

Have happy costumers
with X-Cut by getting
professional solutions
to your blank key needs
in several steps and
short time.
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There are thousands of professional locksmith in 50 countries on 5 continents !

Because they are used An-San Machine...

How do we know ?

AdN~5A01° AUSTRALIA  Keyquip Australia
Tel: +61 07 5527 9275 / australia@an-san.com

5 kitada 50 Ulkede binlerce profesyonel anahtarci var !

dN-5401° BOSNIA Grafometal BH
Tel: +387 5 150 98 90 / bosnia@an-san.com

dN~5401° BRASIL Mercokey Int.
Tel: +55 11 2985 9806 / brasil@an-san.com

-5/ BULGARIA Bravite LTD
Tel: +359 (0) 52615025 / bulgaria@an-san.com

dN~%A0° CHILE Key Control LTD.
Tel: +56 2 551 49 17 / chile@an-san.com

dI1~501° COLOMBIA  Casa Herrera Ltda.
Tel: +57 313 890 4862 / colombia@an-san.com

N5 CZECHR. Locksmith CZ
Tel: +420 604 326 981 / czech@an-san.com

dN~5A401° EGYPT Al Sherif United
Tel: +20 4 214 21 03 / egypt@an-san.com

dN~%A201° ENGLAND Hickleys LTD
Tel: +44 01823 328532 / england@an-san.com

dN-5A40° FINLAND Pietarin Lukko Oy
Tel: +358 505 456 426 / finland@an-san.com

diN~%A0N1° FRANCE Keyfirst SARL
Tel: +33 (0) 475 700 477 / france@an-san.com

N5’ GERMANY First Class
Tel: +49 732 166 732 / germany@an-san.com

dN~5401° GREECE Immokeys GR
Tel: +30 2310 444284 / greece@an-san.com

di~%A0N°  INDIA
Tel: +91 79 65216666  /

Ashar Lockeys LTD
india@an-san.com

dN-%A01° ISRAEL Pe’er Locks LTD.
Tel: +97 25 777 20 777 / israel@an-san.com

dN-5AN° JAPAN Tesoro Japan Inc.
Tel: +8106-6387-1120 / japan@an-san.com

dN-5A401° KOSOVO BONI - Keys
Tel: +377 4471 84 84 / kosovo@an-san.com

-5 CENTER
Tel:

Nereden mi biliyoruz ?

Cunkd onlar An-San kullaniyorlar...

[ =77 [/

Headquarter
+90 444 2 430 / ansan@an-san.com

N5/ LEBANON EL Jamal
Tel: +91 79 65216666 / lebanon@an-san.com

dN~%A01°  LITHUANIA UAB MBE Group
Tel: +375 29 602 7000 / lithuania@an-san.com

dN-5201° MEXICO The Key Store
Tel: +52 555 649 96 15 / mexico@an-san.com

-5 MOROCCO Mercokey Maroc Sarl
Tel: +212 522 50 77 16 / morocco@an-san.com

dN-%201° NETHERLANDS U.E. S.
Tel: +31 6 193 49936 / netherlands@an-san.com

dN~%a01° NEW ZELLAND TTKLTD
Tel: +64 21 449060 / newzelland@an-san.com

-5 POLAND Dar-Mar Slusarstwo
Tel: +48 501 511 643 / poland@an-san.com

dI-%2/1° ROMANIA Master Key Shop SRL
Tel: +40 314 4326015 / romania@an-san.com

dN1~501° RUSSIA
Tel: +7 917 089 6137 /

Key Moment
russia@an-san.com

-5 THAILAND  Pollert Eng. Ltd. Part
Tel: +6682-8111771-2 / thailand@an-san.com

dI~%A01° S.ARABIA S.Abdullah Tiirkistani
Tel: +996 55 464 64 69 / arabia@an-san.com

dI-%01° SERBIA Grafometal Sarac d.o.o.
Tel: +381 021 604 12 14 / serbia@an-san.com

dN-5201° SINGAPORE Soxxi Pte. Ltd.
Tel: +65 923 495 88 / singapore@an-san.com

dN~%01°  S. AFRICA
Tel: +2741 364 1788 /

Denlar Trading CC
s.africa@an-san.com

dN-5A01° SPAIN Codificar S.L.
Tel: +34 968 191 506 / spain@an-san.com

-5 UA.E. Al Baraka Key Trading
Tel: +971 50 646 63 98 / uae@an-san.com

N5 UKRAIN Key Supermarket
Tel: +38 050 433 1686 / ukrain@an-san.com
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